
74

49 CFR Ch. I (10–1–98 Edition)§ 192.607

which may result in a hazard to per-
sons or property.

(2) Checking variations from normal
operation after abnormal operation has
ended at sufficient critical locations in
the system to determine continued in-
tegrity and safe operation.

(3) Notifying responsible operator
personnel when notice of an abnormal
operation is received.

(4) Periodically reviewing the re-
sponse of operator personnel to deter-
mine the effectiveness of the proce-
dures controlling abnormal operation
and taking corrective action where de-
ficiencies are found.

(5) The requirements of this para-
graph (c) do not apply to natural gas
distribution operators that are operat-
ing transmission lines in connection
with their distribution system.

(d) Safety-related condition reports.
The manual required by paragraph (a)
of this section must include instruc-
tions enabling personnel who perform
operation and maintenance activities
to recognize conditions that poten-
tially may be safety-related conditions
that are subject to the reporting re-
quirements of § 191.23 of this sub-
chapter.

(e) Surveillance, emergency response,
and accident investigation. The proce-
dures required by §§ 192.613(a), 192.615,
and 192.617 must be included in the
manual required by paragraph (a) of
this section.

[Amdt. 192–71, 59 FR 6584, Feb. 11, 1994, as
amended by Amdt. 192–71A, 60 FR 14381, Mar.
17, 1995]

§ 192.607 [Reserved]

§ 192.609 Change in class location: Re-
quired study.

Whenever an increase in population
density indicates a change in class lo-
cation for a segment of an existing
steel pipeline operating at hoop stress
that is more than 40 percent of SMYS,
or indicates that the hoop stress cor-
responding to the established maxi-
mum allowable operating pressure for a
segment of existing pipeline is not
commensurate with the present class
location, the operator shall imme-
diately make a study to determine:

(a) The present class location for the
segment involved.

(b) The design, construction, and
testing procedures followed in the
original construction, and a compari-
son of these procedures with those re-
quired for the present class location by
the applicable provisions of this part.

(c) The physical condition of the seg-
ment to the extent it can be
ascertained from available records;

(d) The operating and maintenance
history of the segment;

(e) The maximum actual operating
pressure and the corresponding operat-
ing hoop stress, taking pressure gra-
dient into account, for the segment of
pipeline involved; and

(f) The actual area affected by the
population density increase, and phys-
ical barriers or other factors which
may limit further expansion of the
more densely populated area.

§ 192.611 Change in class location:
Confirmation or revision of maxi-
mum allowable operating pressure.

(a) If the hoop stress corresponding
to the established maximum allowable
operating pressure of a segment of
pipeline is not commensurate with the
present class location, and the segment
is in satisfactory physical condition,
the maximum allowable operating
pressure of that segment of pipeline
must be confirmed or revised according
to one of the following requirements:

(1) If the segment involved has been
previously tested in place for a period
of not less than 8 hours, the maximum
allowable operating pressure is 0.8
times the test pressure in Class 2 loca-
tions, 0.667 times the test pressure in
Class 3 locations, or 0.555 times the test
pressure in Class 4 locations. The cor-
responding hoop stress may not exceed
72 percent of the SMYS of the pipe in
Class 2 locations, 60 percent of SMYS
in Class 3 locations, or 50 percent of
SMYS in Class 4 locations.

(2) The maximum allowable operat-
ing pressure of the segment involved
must be reduced so that the cor-
responding hoop stress is not more
than that allowed by this part for new
segments of pipelines in the existing
class location.

(3) The segment involved must be
tested in accordance with the applica-
ble requirements of subpart J of this
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